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STORAGE

Michem® Guard waterborne dispersions add optimum slip, and abrasion, mar, and
block resistance without using solvents. Some also provide a matting effect for a
more natural appearance.

This aqueous dispersion for interior and exterior wood varnishes, decreases gloss
while improving abrasion resistance, slip, and anti-blocking for cabinetry, furniture,
and floor applications.

Nonionic polyethylene dispersion

This product is used in many applications including the following:
Market Properties Imparted
Automotive Care mar resistance, matting

abrasion resistance, block resistance,
matting, slip resistance

Building Paints

abrasion resistance, block resistance,
matting, slip resistance

Exterior Wood Protection

Gloves block resistance, donnability
abrasion resistance, block resistance,

matting, slip resistance

Interior Furniture & Floor

Overprint Varnishes matting

The following properties are typical but should not be considered specifications:

Appearance: White liquid
Solids Type: Polyethylene
Emulsifier Charge: Nonionic
Non-Volatile (%) : 475-48.5
pH: 5.0-8.0
Brookfield Viscosity (cps) : <600
Spindle Number: 3
RPM: 60
USA (MGRD200)

Keep containers tightly closed in a dry, cool and well-ventilated place.
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HANDLING Handle in accordance with good industrial hygiene and safety practice. Use
personal protection equipment.

Revised 18 August 2023

The following information for this product, specific to each site of manufacture, is available upon request:
® Material Safety Data Sheets in various formats and languages (includes global chemical inventory listing)

¢ Food Contact Declaration of Compliance (if applicable)
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The facts stated and the recommendations contained herein are based on our own research and the research of
others, and are believed to be accurate. However, no guarantee of their accuracy is made because we cannot cover
every possible application for our products nor anticipate every variation encountered in manufacturing equipment
and methods. The products discussed are sold without warranty, express or implied and Seller disclaims any
warranty of merchantability or fitness for a particular purpose in connection with the purchase of its products. It is
recommended that purchasers conduct their own tests to determine the suitability of such products for their
particular purpose. Seller shall not be liable for any injury, loss or damage, direct or consequential arising out of the
use of or the inability to use the product. Statements concerning the possible use of our products are not intended
as recommendations to use our products in the infringement of any patent and our products are sold without

warranty of non-infringement.
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